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ADOPTED FIRE CODES 

The Arvada Fire Protection District (AFPD) has service areas in the City of Arvada (COA), City of Wheat Ridge (COWR) and 
unincorporated Jefferson County (Jeffco). Each of the individual service areas adopt their own fire codes, which is unique 
for each of these service areas by nature of political boundaries that define them. See below for details on each service 
area, their adopted codes, and amendments. 
 
COA  
The COA has adopted the 2015 International Fire Code (amended) under Article II of Chapter 42 in the Arvada City Code. 
Additionally, the most current publication of the NFPA standards other codes & standards referenced in Chapter 80 are 
adopted as part of the fire code with an effective date of January 1st following the publication and release of the standard. 
The adoption of the 2015 IFC includes Appendices B, D, E, F, G and H. 
 
Amendments to the 2015 IFC can be found at http://www.arvadafire.com/codes_and_amp_permits/application/index.php  
 
COWR 
The COWR has adopted the 2012 International Fire Code (amended) under Article III of Chapter 5 of the City of Wheat Ridge 
Code of Ordinances. Additionally, the NFPA and other codes & standards referenced in Chapter 80 are adopted as part of 
the COWR fire code. The adoption of the 2012 IFC includes Appendices B, D, F, and I. The use of more current 
codes/standards, such as NFPA, may be accepted; provided it is requested in writing as an alternate materials and methods 
per section 104.9 of the 2012 IFC. 
 
Amendments to the 2012 IFC can be found at http://www.ci.wheatridge.co.us/280/Adopted-Codes-Amendments  
 
Jeffco 
Jeffco has adopted the 2018 International Fire Code.  

AFPD SERVICE AREA 

 
 

http://www.arvadafire.com/codes_and_amp_permits/application/index.php
http://www.ci.wheatridge.co.us/280/Adopted-Codes-Amendments
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REQUIRED SUBMITTALS 

Site and Development Plan Reviews 

¶ Plan submission is through the respective Planning and Development entity. 

¶ AFPD approval is granted through the respective development referral and review processes. 

¶ An AFPD permit is not issued for this review. 

Building Construction and Tenant Finish/Improvement Reviews 

¶ New building construction 

¶ Addition to an existing structure 

¶ Alterations of any kind to a structure, examples include:  
ǐ Work that alters the means of egress 
ǐ Modification of walls, changing the interior configuration 
ǐ Change in use or occupancy group classification 

Fire Alarm System Reviews 

¶ Installation of a new fire alarm system 

¶ Replacement of the FACP 

¶ Modification to the mode of communications  

¶ Any new or relocated initiating or notification devices 

Fire Sprinkler System Reviews 

¶ Installation of a new fire sprinkler system 

¶ Modification to the system piping. 

¶ Any new or relocated sprinklers 

¶ Hydraulic calculations required when work effects the hydraulically most remote area of the system 

¶ Change in use of an occupancy that requires a higher design density 

Standpipe System Reviews 

¶ Installation of a new standpipe system 

¶ Modification to standpipe system 

Alternative Automatic Fire-extinguishing System Reviews 

These reviews include the following types of systems: 
o Wet-chemical systems 
o Dry-chemical systems 
o Foam systems 
o Carbon dioxide systems 
o Halon systems 
o Clean-agent systems 
o Commercial cooking systems 

¶ Installation of a new alternative automatic fire-extinguishing system 

¶ Modification to an alternative automatic fire-extinguishing system 

Fire Pump Reviews 

¶ Installation of a new fire pump 

¶ Modification to a fire pump 

Tents or Other Membrane Structures 

¶ Construction of a tent or group of smaller tents with sides exceeding 400 square feet 

¶ Construction of a tent or group of smaller tents with or without sides exceeding 700 square feet 

¶ Temporary stage canopies exceeding 400 square feet 
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PLAN REVIEW FEES 

 
For details on plan review fees, please visit: 
http://www.arvadafire.com/Important%20Documents/Permits/Plan%20Review%20and%20Permit%20Fees.pdf   

SUBMITTAL REQUIREMENTS 

Requirements 

The following outlines the general submittal requirements for all construction plans: 

New Building or Tenant Finish Drawings 
1. Completed Mobile Eyes application. 
2. One set of electronic drawings. For details on electronic submissions visit: 

http://www.arvadafire.com/codes_and_amp_permits/electronic_plan_review.php  
3. For all new buildings and building additions, a construction site fire safety plan must be provided PRIOR to any 

permits being issued. Tenant finish projects over 5,000 square feet and those at the discretion of the plan reviewer 
will also require a fire safety plan. This plan must address all elements of IFC Chapter 33 and NFPA 241.  

4. For all projects not requiring a construction site fire safety plan, the AFPD construction site fire safety guidelines 
will be issued with the permit package and must be posted and followed on site at all times. 

5. Building permits will not be approved prior to the completion of a Final Development Plan and Final Plat, as required. 
Additionally, permits will not be issued until Emergency Vehicle Access and Fire Hydrants are installed and 
operational.  

 

Fire Protection & Life Safety System Drawings 
1. Completed Mobile Eyes application. 
2. One set of electronic drawings For details on electronic submissions visit: 

http://www.arvadafire.com/codes_and_amp_permits/electronic_plan_review.php 
3. One set of electronic hydraulic calculations (for fire sprinkler and standpipe systems) 
4. One set of electronic material specifications 

PLAN REVIEW TURNAROUND TIMES 

New Building, Tenant Finish and Fire & Life Safety System Plan Review Turnaround Time 

The AFPD’s goal is to provide a dependable, reasonable and consistent plan review time frame for all submittals. Anticipate 
the plan review to require 10 business days; depending on the size and scope of the project, times may vary. This targeted 
review time only applies to the initial review; subsequent reviews of re-submittals or of responses to the initial review 
comments generally require additional time.  
 
Additional time may also be required for insufficient, incomplete, inaccurate, and/or improperly submitted plans, 
specifications, and/or applications. Contractors are encouraged to call to clarify any questions prior to submittal at 303-
424-3012.  

PRE-CONSTRUCTION MEETINGS 

Prior to the commencement of new construction projects, it is required to coordinate a pre-construction meeting. This 
meeting shall include the General Contractor, Sub-contractor(s) and the AFPD. The purpose of this meeting is to discuss the 
schedule of the project, sequencing, and AFPD requirements including but not limited to the following: 

¶ Required emergency vehicle access during the construction 

¶ Required water supply during construction 

¶ Construction site fire safety requirements and review of the fire safety plan 

¶ Inspection requests – including any potential for phased inspections 

¶ Expectations of the AFPD during construction and inspections 

¶ Often, AFPD operational staff (Engine and Truck Companies) visit the site to pre-plan for possible emergency 
incidents. At this time, the General Contractor’s expectations of those visits shall be provided. 
 

http://www.arvadafire.com/Important%20Documents/Permits/Plan%20Review%20and%20Permit%20Fees.pdf
http://www.arvadafire.com/codes_and_amp_permits/electronic_plan_review.php
http://www.arvadafire.com/codes_and_amp_permits/electronic_plan_review.php
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COMMENCEMENT OF VERTICAL CONSTRUCTION 

The AFPD requires that fire hydrants be installed and/or made operational to provide the minimum required fire-flow prior 
to vertical construction beginning. Additionally, the Emergency Vehicle Access shall be provided prior to vertical 
construction. Unless otherwise approved, emergency vehicle access consisting of the first-lift of asphalt or concrete shall 
be provided prior to commencing construction above grade; the Emergency Vehicle Access shall also have appropriate fire 
lane signage provided. Building permits can be submitted for review, but approval and the issuance of a building permit will 
not be granted until the required fire hydrants and Emergency Vehicle Access is provided and verified by AFPD.  

NEW CONSTRUCTION AND TENANT FINISH REQUIREMENTS 

New construction and tenant finish projects shall be designed and installed in accordance with the adopted building and 
fire code and all applicable NFPA standards. These guidelines are not an all-inclusive list of requirements; this shall serve as 
a general guideline and not interpreted to contain all data required for proper design, installation, or approval. This guide 
does not replace, nor supersede any adopted codes and/or ordinances adopted by the City of Arvada. 

Submittal Requirements 

1. Completed Mobile Eyes permit application 
2. For all new buildings and building additions, a construction site fire safety plan must be provided PRIOR to any 

permits being issued. Tenant finish projects over 5,000 square feet and those at the discretion of the plan reviewer 
will also require a fire safety plan. This plan can be submitted at the same time the plans are provided for the permit. 
This plan must address all elements of IFC Chapter 33 and NFPA 241.   

3. For all projects not requiring a construction site fire safety plan, the AFPD construction site fire safety guidelines 
will be issued with the permit package and must be posted and followed on site at all times. 

4. One set of complete electronic building plans including but not limited to: code plan, architectural, structural, civil, 
landscape, electrical, mechanical and plumbing.  

5. Indication of whether Hazardous materials will be used or stored in the structure. The materials, quantities, 
locations and required separations are required to be provided as part of the new construction or tenant finish plan 
submittal. Hazardous materials will be reviewed to ensure compliance with Chapter 50 and other applicable 
chapters of the IFC. 

6. Indication of whether high-piled combustible storage will be used in the structure. For buildings or tenant spaces 
that contain combustible storage exceeding 12 feet in height (or 6 feet for high-hazard commodities), the 
requirements of Chapter 32 of the IFC shall be followed. The submittal shall include a rack storage plan and 
identification of the commodities being stored.  
 
 

Building Address Numbers 

New and existing buildings shall be provided with approved address identification. The address identification shall be legible 
and placed in a position that is visible from the street or road fronting the property. Address identification characters shall 
contrast with the background. Address numbers shall be Arabic numbers or alphabetical letters. Numbers shall not be 
spelled out. Each character shall be not less than 4 inches high with a minimum stroke width of ½ inch. Where required by 
AFPD, address identification shall be provided in additional approved locations to facilitate emergency response. Where 
access is by means of a private road and the building cannot be viewed from the public way, a monument, pole or other 
sign or means shall be used to identify the structure.  
 
For building that have multiple tenants, each tenant space shall be separately identified with their suite number or letter in 
accordance with the size requirements listed above.  

Building Signage Requirements  

Stairway Identification Signs: A sign shall be provided at each floor landing in an interior exit stairway and ramp connecting 
more than three stories designating the floor level, the terminus of the top and bottom of the interior exit stairway and 
ramp and the identification of the stairway or ramp. The signage shall also state the story of, and the direction to, the exit 
discharge and availability of roof access from the interior exit stairway and ramp for AFPD. The sign shall be located 5 feet 
above the floor landing in a position that is readily visible when the doors are in the open and closed position.  

¶ The signs shall be a minimum size of 18 inches by 12 inches. 
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¶ The letters designating the identification of the interior exit stairway and ramp shall be not less than 1 ½ inches in 
height. 

¶ The number designating the floor level shall be not less than 5 inches in height and located in the center of the sign.  

¶ Other lettering and numbers shall be not less than 1 inch in height. 

¶ Characters and their background shall have a non-glare finish. Characters shall contrast with their background, with 
either light characters on a dark background or dark characters on a light background.  

Fire Riser Room: The door to the fire riser room shall be identified as such with a sign on the door leading to the fire sprinkler 
equipment. This sign shall state “FIRE RISER ROOM” and be a minimum size of 4 inches by 8 inches with lettering not less 
than 1 inch in height, with the characters contrasting to the background. The letters must be either red on a white 
background or white on a red background. These signs shall be constructed of durable materials, permanently installed and 
readily visible. 
Fire Alarm Control Panel (FACP): The door to the FACP shall be identified as such with a sign on the door leading to the fire 
alarm equipment. This sign shall state “FACP” and be a minimum size of 4 inches by 8 inches with lettering not less than 1 
inch in height, with the characters contrasting to the background. The letters must be either red on a white background or 
white on a red background. These signs shall be constructed of durable materials, permanently installed and readily visible. 
Utilities:  
ǐ Gas: Meters shall be identified with the building address and/or unit number. Identification shall be readily visible 

and shall be maintained. 
ǐ Electric: Disconnects shall be identified with the address and/or unit number in accordance with the electrical code. 

Identification shall be readily visible and shall be maintained. 
ǐ Gas shutoff valves, electric meters, service switches and other utility equipment shall be clearly and legibly marked 

to identify the unit or space that it serves. Identification shall be readily visible and shall be maintained.  

Two-Way Communication 

A two-way communication system shall be installed in accordance with the IFC at the landing serving each elevator or bank 
of elevators on each accessible floor that is one or more stories above or below the level of exit discharge with the following 
exceptions: 
ǐ Two-way communication systems are not required at the elevator landings where the two-way communication 

system is provided within areas of refuge. 
ǐ Two-way communication systems are not required on floors provided with ramps. 
ǐ Two-way communication systems are not required at service elevators that are not designed as part of the 

accessible means of egress or serve as part of the required accessible rout into a facility. 
ǐ Two-way communication systems are not required at landings serving only freight elevators. 
ǐ Two-way communication systems are not required at the landing serving a private residence elevator. 

High Piled Combustible Storage 

When storage areas are constructed and do not meet the requirements for high piled storage or sprinkler system design 
densities, a minimum of a four (4) inch stripe on a contrasting background shall be placed at twelve (12) feet above the 
finished floor to designate the maximum permitted storage height, and clearly justified with the designation:  
“No Storage Above This Line.”  
 
If the storage cannot be reduced to below 12 feet (or 6 feet for high-hazard commodities), the requirements of Chapter 32 
are required to be met. If a fire sprinkler system is provided, a general information sign must be provided in accordance 
with NFPA 13.  

Knox Key Boxes and Keys 

In buildings that are equipped with a fire alarm and/or a fire sprinkler system, a Knox Box is required to be installed on the exterior of 
the structure at a location identified by AFPD. All new boxes shall be the 4400-series and follow the keying system as outlined below.  
All existing boxes can maintain their 3200 series and follow the keying system as outlined below. If the 3200-series box exceeds 10 keys, 
a 4400-series shall be installed and meet the new keying system.  The Knox Box shall be located at approximately 5 feet 6 inches off the 
finished floor and at least one set of full keys to all lockable doors within the structure. The keys shall be identified per the requirements 
on the next page. In some circumstances multiple Knox Boxes may be required based on AFPD access and size of the structure. Knox 
Boxes can be purchased at www.knoxbox.com. NOTE: When purchasing a Knox box, please search using “Arvada FPD” in the search 
field to ensure the request is sent to the correct jurisdiction.  

http://www.knoxbox.com/
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Figure 1 Required Knox Box keying system with carabiner clip 

 

Knox Box Key Legend 

Red Fire alarm, Elevator service key 

Blue Fire sprinkler system 

Yellow Building master, exterior and interior 

Green Miscellaneous, electrical rooms, mechanical rooms, storage areas, etc 

Black Tenant units or suites  

Recommended Terms 

FACP Fire Alarm Control Panel 

SPKR Fire Sprinkler Room / Fire Riser Room 

MECH Mechanical Room 

EFS Elevator – Fire Service 

ELEC Electrical Room 

MSTR Master Key 

# Unit/Suite # 
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Emergency Responder Radio Coverage 

All new buildings shall have approved radio coverage for emergency responders within the building. In the COA, this is based 
upon the provisions set forth in the Arvada municipal code Chapter 42 Article II found here:   
https://library.municode.com/co/arvada/codes/code_of_ordinances?nodeId=PTIICOOR_CH42FIPRPR_ARTIIINFICO  
 

CONSTRUCTION INSPECTION REQUESTS - GENERAL 

For field inspections and testing related to plan reviews, inspection requests are made directly through Mobile Eyes and are 
based upon inspector availability. The expectation is that the work is complete and ready for inspection when the inspection 
request is made. When a request is made, the individual inspector will schedule the inspection at their earliest available 
time. In most cases, 48-hour notification is appropriate.  
 
When requesting an inspection through Mobile Eyes, an on-site contact is required including their cell phone number. The 
on-site contact must be available for the hour prior to the scheduled inspection and at least 30 minutes after the scheduled 
inspection time.  
 
It is an expectation that there is a representative from the contractor or sub-contractor on-site during inspections.  
If the work to be inspected is not complete or fails an inspection, the next inspection request cannot be made for 24-hours 
after the failed inspection.  

FIRE SPRINKLER & STANDPIPE SYSTEM REQUIREMENTS 

Fire sprinkler & standpipe systems shall be designed and installed in accordance with the adopted fire code and all 
applicable NFPA standards. As amended, the most current NFPA Standard shall be used as the design criteria for fire 
sprinkler and standpipe systems, and the plans shall be stamped by a registered fire protection engineer or a NICET Level 
III or higher. These guidelines are not an all-inclusive list of requirements; this shall serve as a general guideline and not 
interpreted to contain all data required for proper design, installation, or approval. This guide does not replace, nor 
supersede any adopted codes and/or ordinances adopted by the City of Arvada.  
 
Installation personnel shall be qualified or shall be supervised by persons who are qualified in the installation, inspection, 
and testing of fire sprinkler systems as required by the Colorado Division of Fire Prevention and Control (CDFPC) -Fire 
Suppression System Program. Evidence of qualifications as specified in the Fire Suppression System Program Rules and 
Regulations shall be provided when requested by the fire district. Additional information on the CDFPC rules can be found 
at:  
http://www.sos.state.co.us/CCR/DisplayRule.do?action=ruleinfo&ruleId=2792&deptID=17&agencyID=43&deptName=Dep
artment%20of%20Public%20Safety&agencyName=Division%20of%20Fire%20Prevention%20and%20Control&seriesNum=
8%20CCR%201507-11  

Plan Submittal Requirements 

1. Mobile Eyes permit application 
2. One set of electronic drawings to be stamped by a registered fire protection engineer or NICET Level III or higher 
3. One set of electronic hydraulic calculations 

ǐ Tenant Finishes - Hydraulic calculations are required when work affects the hydraulically most remote area 
of the system, commodities change, storage height is increased, or the occupancy changed. 

4. One set of electronic material specifications 
5. Flow test data used for hydraulic calculations 
6. Scope of Work Letters are permitted if the following conditions exist:  

1. The installation affects less than 20 sprinklers 
2. The scope of work area is NOT in a hydraulically remote design area 
ǐ Must include description of work to be completed 
ǐ To be stamped by a registered fire protection engineer or a NICET Level III or higher 
ǐ Indication of the edition of NFPA 13 followed (i.e. most recent edition) 
ǐ Must include the materials to be used 

 

https://library.municode.com/co/arvada/codes/code_of_ordinances?nodeId=PTIICOOR_CH42FIPRPR_ARTIIINFICO
http://www.sos.state.co.us/CCR/DisplayRule.do?action=ruleinfo&ruleId=2792&deptID=17&agencyID=43&deptName=Department%20of%20Public%20Safety&agencyName=Division%20of%20Fire%20Prevention%20and%20Control&seriesNum=8%20CCR%201507-11
http://www.sos.state.co.us/CCR/DisplayRule.do?action=ruleinfo&ruleId=2792&deptID=17&agencyID=43&deptName=Department%20of%20Public%20Safety&agencyName=Division%20of%20Fire%20Prevention%20and%20Control&seriesNum=8%20CCR%201507-11
http://www.sos.state.co.us/CCR/DisplayRule.do?action=ruleinfo&ruleId=2792&deptID=17&agencyID=43&deptName=Department%20of%20Public%20Safety&agencyName=Division%20of%20Fire%20Prevention%20and%20Control&seriesNum=8%20CCR%201507-11
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FDC Requirements 

The location of the FDC is to be proposed during the plan review process. The AFPD will determine whether the location 
indicated on submitted plans is adequate. Some situations will require locating the FDC in the field.  
 
When a standpipe is installed, there shall be a hydraulic demand sign provided above the FDC that indicates the pressure 
and flow requirements as calculated. The signs shall be a minimum size of 18 inches by 12 inches, with letters not less than 
1 ½ inches in height. The letters must be either red on a white background or white on a red background.  
 

 
 
With respect to hydrants, driveways, buildings and landscaping, fire department connections shall be so located that fire 
apparatus and hose connected to supply the system will not obstruct access to the buildings for other fire apparatus. The 
fire department connection for automatic sprinkler systems and standpipe systems shall be located within 150 feet of a fire 
hydrant. Hose connections shall be located a minimum height of three (3) feet and a maximum height of four (4) feet above 
finished grade. 

Access to Riser Room 

When automatic sprinkler systems are provided within a building and the system serves more than one (1) tenant space, 
the main control valves shall be placed within an approved room that has access provided from the building exterior. The 
room must be at least 36 square feet. The door to said room shall not be less than three (3) feet in width, by six (6) feet 
eight (8) inches in height. The door shall be appropriately labeled with a permanent sign with letters having a principal 
stroke of not less than one (1) inch in height on a contrasting background. The letters must be either red on a white 
background or white on a red background. 
 

Occupant Notification upon Water Flow 

Audible and visual fire alarm signals shall be connected to every automatic sprinkler system. Such audible and visual signals 
shall be activated throughout the building upon water flow. 
 

Time Delay for Water Flow Switches 

All water flow switches shall be set to a delay of 45 seconds. If a main flow switch is installed, it shall be set to a delay of 60 
seconds.   

High Piled Combustible Storage 

For buildings or tenant spaces that contain combustible storage exceeding 12 feet in height (or 6 feet for high-hazard 
commodities), the requirements of Chapter 32 of the IFC shall be followed. The submittal of the fire sprinkler system 
drawings shall include a rack storage plan and identification of the commodities being stored.  

Standpipe Hose Valve Locations 

NFPA 13 requires that the hose valves on a standpipe system be located at the intermediate landing in stairwells, unless 
approved by the AHJ. The AFPD has determined, that all hose valves shall be located at the main landings.  

Knox Products for Fire Sprinkler Systems 

The AFPD requires that all new fire sprinkler systems include locking Knox plugs on the FDC’s and where deemed appropriate 
Knox locking caps will be required to be installed on hose valve connections on standpipe systems. Existing fire sprinkler 
systems that no longer have caps protecting the FDC and/or have obstructions in them will be required to have Knox locking 
plugs installed and be flushed or scoped to ensure that there are no longer obstructions in the piping. Knox products can 
be purchased at www.knoxbox.com. 

http://www.knoxbox.com/
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Inspection Requirements 

The permit and approved plans shall be on-site at all times; inspections will not be conducted if these documents are not 
on-site. Inspections must be requested through Mobile Eyes 48 hours prior to the requested inspection time. Inspections 
are scheduled based on individual inspector availability. Sprinkler fitters are required to have their CDFPC Sprinkler Fitter 
Registration on-site while working on a fire sprinkler or standpipe system. 
 
All projects shall have a rough and hydrostatic inspection and all sprinkler piping shall be visible for the inspector. 
Installations using CPVC piping will be required to have an open outlet inspection prior to the installation of sprinklers. At 
the final inspection, completed backflow certifications, underground and aboveground test certificates shall be provided to 
the inspector. All flow and tamper switches must be wired to the fire alarm control panel and operational at the time of 
final inspection. 
 
Plans approved by the AFPD are subject to field verification. Any approval issued by the AFPD does not release the 
contractor or property owner from the responsibility of full compliance with all applicable codes, standards, or ordinances 
relating to the project. The installation, fabrication, or otherwise construction of the system is prohibited without approved 
plans and permit.  

FIRE ALARM SYSTEM REQUIREMENTS 

Fire alarm systems shall be designed and installed in accordance with the adopted fire code and all applicable NFPA 
standards. The plans shall be stamped by a registered fire protection engineer, NICET Level III or higher, or a person factory 
authorized by the fire alarm panel manufacturer for the system present in the building.  These guidelines are not an all-
inclusive list of requirements; this shall serve as a general guideline and not interpreted to contain all data required for 
proper design, installation, or approval. This guide does not replace, nor supersede any adopted codes and/or ordinances 
adopted by the City of Arvada. 

Plan Submittal Requirements 

1. Completed Mobile Eyes permit application  
2. One set of electronic drawings including all required calculations 
3. One set of electronic material specifications 
4. Scope of Work Letters  

a. If the installation affects less than 20 initiating devices and/or notification devices 
b. Must include description of work to be completed 
c. To be stamped by a registered fire protection engineer or a NICET Level III or higher 
d. Indication of the edition of NFPA 72 followed 
e. Must include the materials to be used 

 
Point ID transmission 

Point ID transmission is required when any initiation devices exist beyond the fire control room which produce an alarm 

signal. 

Remote Annunciator 

Remote annunciators should be installed on fire alarm systems where the Fire Alarm Control Panel (FACP) is not in a readily 
accessible location for responding personnel. The annunciator’s location shall be located during the pan review phase; 
typically, this will be located at the main point of entry for the building. Depending on the size of the building, more than 
one (1) annunciators may be installed. 

Occupant Notification 

Where a fire alarm system is installed, actuation of the sprinkler system shall actuate the building fire alarm system and 
cause notification as set forth in Section 907 of the IFC.  
 
When buildings have multiple tenant spaces, notification devices shall be installed in accordance with Section 907.5 of the 
IFC in each tenant space. 
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Graphic Map 

A permanently mounted graphic map shall be located adjacent to any installed FACP and/or Remote Annunciator. The map 
shall include at minimum the following: initiating devices, name of business/building, address of the building, utility shutoff 
locations and any remote auxiliary drains for the sprinkler system (if installed). The map shall be mounted in such a way 
that it will be sturdy and not be damaged during normal business operations.  

Device Labels 

All addressable fire alarm systems shall include the address of individual devices on the device itself and be reflected on the 
graphic map. 

Inspection Requirements 

The permit and approved plans shall be on-site at all times; inspections will not be conducted if these documents are not 
on-site. Inspections must be requested through Mobile Eyes 48 hours prior to the requested inspection time. Inspections 
are scheduled based on individual inspector availability.  
 
Prior to the final inspection, the Record of Completion, 100% pre-test, dBA evaluation, and intelligibility test (where 
required) shall be completed and all of the results shall be documented. The results of these tests shall be provided to the 
AFPD assigned inspector prior to the final inspection. If these reports are not provided the inspection will be cancelled until 
proper documentation is provided. Note: for FACP replacements a 100% pre-test shall be provided, and the system will be 
inspected as if it were a new system. 
 
The Graphic Map shall be complete, accurate and installed at the final inspection, if this is not met, the final sign-off will not 
occur. 
 
Plans approved by the AFPD are subject to field verification. Any approval issued by the AFPD does not release the 
contractor or property owner from the responsibility of full compliance with all applicable codes, standards or ordinances 
relating to the project. The installation, fabrication, or otherwise construction of the system is prohibited without approved 
plans and permit.  
 

KITCHEN HOOD REQUIREMENTS 

Commercial Cooking Systems 

Fire suppression systems are required on all Type I kitchen hoods protecting commercial cooking equipment. Commercial 
cooking equipment includes, but is not limited to: deep fat fryers, griddles, upright broilers, charbroilers, range tops and 
grills, open face ovens, salamanders, cheese melters, woks, and similar equipment. Kitchen hood suppression systems shall 
be designed and installed in accordance with the adopted fire code and all applicable NFPA standards. These guidelines are 
not an all-inclusive list of requirements; this shall serve as a general guideline and not interpreted to contain all data required 
for proper design, installation, or approval. This guide does not replace, nor supersede any adopted codes and/or 
ordinances adopted by the City of Arvada. 

Residential Cooking Systems 

In Group I-2 Condition 1 and Group R-4 occupancies where cooking facilities are installed in accordance with Section 407.2.6 
of the IBC, the domestic cooking hood provided over the cooktop or range shall be equipped with an automatic fire-
extinguishing system of a type recognized for protection of domestic cooking equipment. Pre-engineered automatic 
extinguishing systems shall be tested in accordance with UL300A and listed and labeled for the intended application. 
occupancies. 

Submittal Requirements 

1. Completed Mobile Eyes permit application 
2. One set of electronic drawings including: 

ǐ Nozzle type and quantity 
ǐ Flow point calculations 
ǐ Hood dimensions 
ǐ Duct perimeter 
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ǐ Appliance dimensions and location under hood 
ǐ Piping schematic – including pipe lengths 
ǐ Location and temperature of fusible links 

3. One set of electronic commercial cooking equipment and suppression system specifications 

Inspection Requirements 

The permit and approved plans shall be on-site at all times; inspections will not be conducted if these documents are not 
on-site. Inspections must requested through Mobile Eyes 48 hours prior to the requested inspection time. Inspections are 
scheduled based on individual inspector availability.  
 
Plans approved by the AFPD are subject to field verification. Any approval issued by the AFPD does not release the 
contractor or property owner from the responsibility of full compliance with all applicable codes, standards, or ordinances 
relating to the project. The installation, fabrication, or otherwise construction of the system is prohibited without approved 
plans and permit.  

FIRE LANE SIGNS 

Where required, fire apparatus access roads shall be marked with permanent NO PARKING-FIRE LANE signs that comply 
with the applicable service area Engineering Standards. Signs shall be posted on one or both sides of private streets, roads, 
or drives designated as fire apparatus access as required by the IFC. 
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FIRE MARSHAL’S OFFICE CONTACTS 

 
Steven Parker Scott Plumer 
Fire Marshal Deputy Fire Marshal  
Office: 303-403-0477 Office: 303-228-3607 
email: steven.parker@arvadafire.com  email: scott.plumer@arvadafire.com 
 
John Hussey Kevin Kirby 
Fire Prevention Specialist Fire Prevention Specialist 
Office:  720-928-3366 Office: 303-228-3610 
email: john.hussey@arvadafire.com  email: kevin.kirby@arvadafire.com 
 
Phil Stover Mark Ferguson 
Fire Inspector/ Compliance Program Manager Fire Inspector 
Office: 303-228-3614 Office: 303-456-5687 
Email: phil.stover@arvadafire.com mark.ferguson@arvadafire.com 
 
 
 
Last Updated: June 2019 
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